INNOVATING FOR INDIA @

MSP 355 | DOT MATRIX PRINTER

The super-fast business printer

i Llig PuT
UFFER
Top printing speed - Long print head life - 200 High buffer memory -
360 cps million characters 100 KB

200 : c
Million \ _.r‘r Interfaces

Ribbon life - Up to 40 Wide operating voltage - Dual interface - Parallel &
million characters 150 ~ 270V AC USB with auto interface
switching




Specifications

Print Mathod
Print Diraction
Print Haad Typa
Print Width
Print Haad Lifa
Prini Spaad i
High Speed Draft [cps):
Draft (cps)

Lettar Quality {cps)
Resident Printer Fonts
Draft A
Lettar Quality

Lettar Quality
Scalabla Fonls

Rasidant Barcoda
Fants

Paper Handling
Papar Path-Standard :
Confinuous Fead -
Tractor

Paper Size
Confinuous Forms
Width

Cut Shaats Width
Papar Thicknass

Copy Capability”
Consumables - Ribbon
Type ]

Colour
Ribban Lita
Cassatta Rafill Moda
Ink bank Lita

Input Buttar

. Serialimpact dot matrix
Bi-diractional logic saeking

D24 wira
136 column
;200 milion charactars’

10 12 15
300 380 -
;250 300 a75
: B3 100 125

Draft, high spead draft
Roman, Sans Sarif, Courier, Prastiga, Orator,

" Seript, Script-C, OCR-B, Orator-S

Roman, Sans Sarif (8 to 40 points)

: Coda3of8

Tap, raar and botlom

. Converible push & pull

;& =16

: 7.2"- 181"
: Tractor fead - 0.3 mm

Friction fead - 0.3 mm
1+3 with carbon

Ribbon cassatte with unigua
usar raplaceabls Ink bank [patantad)

. Standard black
;40 million charactars™

Thraugh Ink barik
10 million charactars™™*
100 KB

CUSTOMER SEGMENTS

L
Manufacturing
Companies

-

Educatianal

s 8

Hospitals Banks

A

Rastaurants

Institutions

Industrial Es

TVS ELECTRONICS LIMITED:
South Phase 7A, Second Floor,

tate, Guindy, Chennai - 600 032.

Call: 1800 200 5123/ 3030 9797 / 3030 7171 {preiix city STD cods}

Visit: www.tvs-e.in

Reliability

MTBF 1 6,000 POH"

(Powar an Hours)

Acoustics - Maisa : G5 dB [A)

Laval

Emulation Epsaon ESC P2, IBM Proprintar XL24E
Interface

Standard . Cantronics IEEE-1284-A & LISE

{Auto interface switching)

Software Specifications

Drivars © Windows 95, 88, 885E, 2000, Ma, XP, Vista,
NT 4.0, Linux Radhat

Electrical Specifications

Powar Supply 150 - 270V AC
Mains Fraguancy ;47 - 863 Hz
Powar {Standby ) 12w

Envireonmental - Operating Conditions
Tamparatura : +5ICto +45°C
Ralativa Humidity 10% o BO%

Physical Dimensions
Sra({WxDxH)mm : 608 x 147 x 348
Waight : Thg

Warranty 1 yaar

Best suited for printing

Accounts | Statements & Correspondence

1kg=22 Iba; 1 nch= 254 cma

ELECTRONICS

“Max. poasinde copy capabdity

i@ Draft 10 o

=*1+5 in Pull mode

" 33% prind densily and 25% duly cyde

" Excluding print head & 33% print density and 25% duly cycle
"= i beuof LISE

ORDERING INFORMATION

3014040046  MSP 355

OPTIONAL CONSUMABLES

2028010011 TVS-ERIBBON CASSETTE 136 COL
2017100041 TVS-E INK BANK
2023020084  TVS-EPRINT HEAD M5P 355

DEALER STAMP




