
I N N O V A T I N G  F O R  I N D I A

Higher buffer
capacity - 128 KB

Long print head life -  
200 million characters

Greater connectivity -
Built-in parallel and USB, 

Bluetooth support for 
maximum versatility

Multilingual printer - 
Ability to support 10 Indian 
languages and any 3 at a 
time including English & 

Devanagari

Top printing speed -  
360 cps

Printer built-in barcode 
font - Prints barcodes

The unbeatable office printer
MSP 450 STAR | INVOICE PRINTER



DEALER STAMP
TVS ELECTRONICS LIMITED: 
South Phase 7A, Second Floor, 

Industrial Estate, Guindy, Chennai - 600 032. 
Call: 1800 200 5123 / 3030 9797 / 3030 7171 (prefix city STD code) 

Visit: www.tvs-e.in

Specifications

Print Method : Serial impact dot matrix 

Print Direction : Bi-directional logic seeking

Print Head Type : 24 wire

Print Width : 80 column

Print Head Life : 200 million characters#

Print Speed 10 12 15

High Speed Draft (cps) 300 360 -

Draft (cps) 250 300 375

Letter Quality (cps) 83 100 125

Draft ISCII (cps) 250 - -

LQ ISCII (cps) 50 - -

Resident Printer Fonts
Draft : Draft, high speed draft 

Letter Quality : Roman, Sans Serif, Script, Courier, Prestige, 
Orator-S 

Letter Quality 
Scalable Fonts

: Roman & Sans Serif (8 to 40 points)

Printer Built-In Fonts : English & Devnagari (includes Hindi, Marathi)

Third Language 
Downloadable Fonts

: Assamese, Bengali, Gujarati, Gurmukhi 
(Punjabi), Kannada, Malayalam, Oriya, Tamil, 
Telugu

Resident Barcode  
Fonts

: Code 3 of 9 

Paper Handling
Paper Path-Standard : Top, rear and bottom 

Continuous-Tractor 
Feed  

: Convertible push & pull 

Paper Size
Continuous Form 
Width 

: 3.5” - 10”

Cut Sheets Width : 3.5” - 10”

Paper Thickness : Tractor feed 0.3 mm (max), 
Friction feed 0.3 mm (max)

Copy Capability : 1+3 with carbon

Consumables - Ribbon
Type : Ribbon cassette with unique  

user replaceable Ink bank (patented)
Colour : Standard black
Ribbon Life : 40 million characters with 3 additional 

Inkbanks
Cassette Refill Mode : Through Ink bank
Ink bank Life : 10 million characters*
Input Buffer  
(Kilo Bytes) 

: 100 KB

Reliability
MTBF  
(Power on Hours) 

: 6,000 POH##

Acoustics - Noise 
Level

: 55 dB (A)

Emulation : Epson ESC / P2, IBM Proprinter
Interface
Standard : Centronics IEEE-P1284A Parallel, USB 2.0
Optional : RS-232C Serial
Software Specifications
Drivers : Windows 95, 98, 98SE, 2000, Me, XP, Vista, 

NT 4.0, Linux Redhat
Electronic Guide : HTML based
Electrical Specifications 
Operating Voltage : 150 - 270V AC
Mains Frequency : 47 - 63 Hz
Power (Standby) : ~7 W
Environmental - Operating Conditions 
Temperature : +50 C to +450C 
Relative Humidity : 10% to 80%
Physical Dimensions 
Size (W x D x H) mm : 433 x 147 x 379
Weight : 5.7 kg

Best suited for printing 
Invoices | Proposals & Statements | Letters & Correspondence | 
Reports & Draft Proof Printing

# @33% print density and 25% duty cycle

* @Draft 10 cpi

## Excluding Print head @33% print density and 25% duty cycle

Weigh 
Bridges

Legal 
departments

Milk 
Federations

Manufacturing 
Companies

EnterprisesEducational 
Institutions

ORDERING INFORMATION

 3014050015 MSP 450 STAR

OPTIONAL ACCESSORIES

 2028020009 TVS-E RIBBON CASSETE 80 COL
 2017100041 TVS-E INK BANK
 2023020084 TVS-E PRINT HEAD MSP  
  450 STAR
 2022020010 TVS-E VERTICAL STAND

CUSTOMER SEGMENTS


