
Print speed - 210 mm/sec

interfaces - USB + Serial + Ethernet

With DIP switch for 180 and 203 dpi 

Compatible with ESC/POS command set

Compact design

Thermal Receipt Printer
RP-3210 GOLD



Thermal Receipt Printer
RP-3210 GOLD

Specifications   
Print Method Direct Thermal 
Print speed 210 mm/sec 
Paper Width 79.5 ± 0.5 mm 
Print width 64/72 mm 
Interface  Serial + USB +Ethernet 
Power DC 24V / 2.5 A 
Reliability 150 km 
Weight 0.95 Kg 
Dimension 169 * 129 * 130 (W*D*H) 

Columns Font A-42 columns or 48 columns 
Font B- 56 columns or 64 columns 

Character size ANK Font - Font A: 12*24 dots; Font B: 9*17 dots 
Barcode Type Support 2D barcode printing ; QR code/ PDF 417 
Data  128 KB 
NV Flash 256KB 
Cash Drawer out DC 24V/ 1A 
Power Adaptor Input : AC 110V/ 220 V, 50-60 Hz 

Output : DC 24V/2.5 A 
Work 
Environment Temperature: 0-45˚C, Humidity : 10-80% 
Storage 
Environment Temperature: 10-60˚C, Humidity : 10-90% 
Compatibility Compatible with EPSON/POS command sets 

SKU number    3014400016


